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9 Model parameter table
Performance index Item

Product dimension Length × width × height [1] (cm)

After folding: Length × width ×
height (cm)

Product weight Weight of finished automobile

Riding request Maximum load (kg)

Applicable age (years)

Applicable height (cm)

The main
parameters of the
vehicle

Maximum speed (km/h)

Typical life [2] (km)

Maximum gradient ( ％)

Applicable terrain Cement, asphalt pavement, flat soil pavement, no more than
1cm steps, no more than 3cm wide channel

Working temperature℃

Storage temperature (℃) -20-45

Protection grade IP54

Battery pack
parameters

Rating voltage (VDC)

Maximum charge voltage (VDC)

Rated capacity (Wh)

Intelligent battery management
system

Motor parameters Rated power (W)

Maximum power (W)

Charger parameters Rated power (W)

Rated input voltage (VAC)

Rated output voltage (VDC)

Rated current (A)

Product certification

Charging time (h) about 5

(1) Body height: The distance from the ground to the top of its body

(2) Typical life: When the electric scooter is full, 75kg load, 25 degrees Celsius, flat road without wind

environment, in the energy-saving mode to keep at 15km / h even speed conditions measured, the actual

life due to load, temperature, wind speed, road and operating habits and other factors to be different.

Note: Data and parameters vary with different models. Subject to change without notice.
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3 Body assembly

04

-10-40

About 14

C E , F C C , RoHS

16-50

120-200

About 30

About 2 5 - 2 8

71

Temperature abnormality / short circuit / undervoltage to auto
sleep / overflow current / double overcharge / double over
discharge protection

100-240V~

2ah

Electric scooter parameters
123*23*63cm

53*49.3*63

100

About 2 5 . 1 k g

4 8 V =

5 4 . 6 V =

500w

480w

500w

5 4 . 6 V =










